The VOXI 200 CPT floodlight, with its excellent performance and
outstanding quality, specially customized RGBL 4-in-1 light source LED chip
can achieve uniform light mixing within the lens, the flexible choice of three
fixture's angles of 12°. 30°. 45°. 60°. 12*50°. 15*50°., aswell as 24-bit
dimming technology, have enabled it can be suitable for building fagade,
landscape, parks, trees, which can easily handle different kinds of projects.

PHOTOMATRIC DATA SPECIFICATIONS

Li3T

LUMEN BRIGHT TECHNOLOGY

TECHNICAL PARAMETER MULTIPLE COLOR

PRODUCT NAME MAX. POWER LUMEN Lm /W IM/KG (RGBL) OPTICS

VOXI 200 CPT (RGBL) 200W 12994Im 64.54 1486 6°.10°.15°.20°.30°.36°
3200K 200W 10596Ilm 72.65 6°.10°.15°.20°.30°.36°
6500K 200W 10544Im 68.40 6°.10°.15°.20°.30°.36°

CHANNEL MODE
Dynamic Color and DMX channel mode: SOLID, ARC1,

ARC1+D, ARC2, ARC2+D, ARC FULL, SPECIALZ2.
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OPTIONAL ACCESSORIES
20° Thin filter 30%1° Thin filter
30° Thin filter 30*60° Thin filter
40° Thin filter 40%1° Thin filter
60° Thin filter 60°*%30° Thin filter
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0 = Vert.Intensity(cd) . E . Die-cast
0 — Hori.Intensity(cd) -20°C~45°C aluminium 8.5kg

1*30° Thin filter
1*40° Thin filter

Average Beam Angle (50%) :25°

Ll 55° Holographic filter  20° Holographic filter Filter Framer kit (white) Glare Shield 1%60° Thin filter
(2220000295) (2220000307) (4600000354) (White2440117079)
40° Holographic filter ~ 60*10° Holographic filter (gray2440118566)
(2220000309) (2220000344) (black2440120482)



