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MEDIA FACADE (Pro Series)

Length

Max 5000mm long per reel, Customized length available
with minimum section 100mm

Control
Standard DMX512 control protocol(Max 44frames/second).

The communication between ffittings are synchronized
perfectly under support of Colordreamer Arinet Controller.

ORDERING INFORMATION

LUMEN BRIGHT TECHNOLDGY

Long distance power supply

With 50OZ Copper PCB design, LED color always keep
same brighiness after long distance power supply.

Protection

Lightning and ESD Protection.
Electrical Protections: short circuit, over current, over
voliage and over temperature.

Product Width LED QTY LED Color
DN - 11 - 60 - 03
DMX Neon I 1mm Wide GOLEDs per meter 01 White
03 RGB
04 RGBW
COLORS LED
LED Source Epistar 5050  Epistar RGB 5050  Epistar RGBW 5050
Bl B T o 60pes

2700K  3000K  4000K  5700K  8500K oo RGBW 4 in | Beam Angle  120°

ELECTRICAL CONTROL
Input voltage 24VDC Protocol DMXTSI 2
power consumption  12W per meter  12W per meter 18W per meter it 10 pixels per meter
Addressing options Manual addressing
MEDIA FACADE ELEX RinfiSer
Housing Material  Silicone

Mounting Options  Surface mount

ARCHIMECTURAL LIGHITING' =
Lense Opal Luminaire Connection 4PIN cable with screw lock connector for DC and DMX

ACCESSORIES ENVIRONMENT

Operating Temperature ~ -30° to 60°  Humidity 0-95%,non-condensing

50.00 Startup Temperalure 30°10 60° |p Outdoor P66
18.00 Storage Temperature -40° to 80°
£
CERTIFICATE c¢ v 5
RoHS ___300mm___
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Bending diomeler 11.5mm

DIMENSION WIRING DIAGRAM LUMINAIR INTERCONNECTION
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Tl Maximim Run Lengths
JlL L - G0LEDs 12W Per meter(RGB) 60LEDs 18W Per meter(RGBW)
[ I_A!:I[;: ; Fa— 24VDC vp to 15meter vp to 10meter
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